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  Institute of Space 

Technology Islamabad

      Procurement Department

LIT/IST Div/1516/FAC/2      

13-May-2016

To:
_____________

             _____________

Subj:
Invitation of Tender for Ultrasonic Flaw Detector
Dear Sir,

We invite you to quote for supply of the item as detailed in Annex-A & B enclosed. Offers must be submitted on company’s letterhead with complete specifications of offered equipment/item and undertaking given at the end of Annex-A & B along with format for bid (Annex-C) to be duly filled. Offers without filling Annex-C will be rejected.
The terms and conditions of this tender are as under:-

1. The bids comprise a single package containing two separate sealed envelopes are required to be delivered at IST-Islamabad latest by 11:30 hours on 31-May-2016. Tenders will be opened on same date at 12:00 hours in the presence of bidders who desire to attend. Each envelope shall contain separately the financial proposal and the technical proposal. The envelopes shall be marked as “FINANCIAL PROPOSAL” and “TECHNICAL PROPOSAL” in bold and legible letters to avoid confusion. Initially, only the envelope marked “TECHNICAL PROPOSAL” shall be opened. The envelope marked as “FINANCIAL PROPOSAL” shall be retained in the custody of the procuring agency without being opened. The financial proposals of bids shall be opened publicly at a time, date and venue announced and communicated to the bidders in advance. 
2. Sealed tenders addressed to the Deputy Assistant Director (Procurement), Institute of Space Technology, Near Rawat Toll Plaza, Islamabad Highway, Islamabad may be dropped in the tender box or mailed through courier, registered post; but it must be ensured that the same reaches our office well in time as late offers will not be considered. The envelopes should be marked clearly with the following information. 

Tender No 
: 
LIT/IST Div/1516/FAC/1       
Due Date
:
31-May-2016

Offer

:
Technical/Financial

Tender for 
:
Procurement of Ultrasonic Flaw 



Detector
3. Rates:  The bidder should quote their rates for:-
i. CFR IST Islamabad basis exclusive of duties and taxes (please mention separately).
ii. IST being educational institute is exempted from whole of GST & custom duties under SRO no 362 (I)/2000 dated 17-06-2000.
iii. Consignment will be required to be shipped in the name of IST to avoid taxes/duties at the time of clearance of consignment.
iv. Supplier /authorized agents will required to nominate his clearing agent for clearance of consignment & further delivery/shipment to IST. All charges pertaining to clearance of consignment & delivery up to IST will be supplier’s responsibility. IST will provide all documentation required in clearance of consignment.

v. Offer must be quoted as per user requirements. Before submitting offer, bidder must consult the concerned user regarding any query/specifications or checking of sample. No change in offer will be accepted later on.

vi. Offer shall be made as per our demanded specifications or equivalent.

vii. Income tax will be deducted as per rules.

viii. Any change in taxes/ duties levied by Govt. after opening of bids will be on account of bidder. No change in offer will be accepted later on.
4. Earnest Money: Technical offer must be accompanied with 02% of total bid value in the form of pay order/ call deposit/ Demand draft in favor of IST-Islamabad. No offer will be entertained without earnest money. The Earnest Money will finally be adjusted/ refunded on completion of the contract. At any stage if the purchaser feels that the bidder has provided wrong information or the samples are not provided as per the specifications mentioned in their offer, the earnest money will be forfeited. 
5. FTN #: 9010613-0.
6. Delivery: Item may be delivered within 60 days after issuance of Purchase Order. Delivery of the ordered items at the Purchaser’s premises will be Supplier’s responsibility.
7. Validity: The offer shall remain valid for our acceptance for 90 Days from the date of opening of tender. Offers with validity less than 90 days will be liable for rejection.
8. Inspection: The inspection shall be carried out at IST by IST inspection committee and the inspection report (findings) shall be binding on you.
9. Taxes: 

i. GST/CED will be paid by the PURCHASER to the SUPPLIER’S on production of a separately numbered ‘Tax Invoice” showing the amount of sales tax and other details under section 23 of Sales Tax Act-1990. 

ii. As per in vogue GST SRO, 20% of the 17% GST amount will be retained by the Purchaser and later on submitted in the CBR / Government Treasury, where as 80% of the 17% GST will be paid to the Supplier for onward deposition in CBR/Government Treasury.  

10. Payment:  All payments will be made through crossed cheque in favor of the SUPPLIER in Pak Rupees. The payment mode will be “100 % Payment after Delivery” after satisfactory performance in every aspect and inspection. Advance payment is subject to provision of equal amount of Bank Guarantee valid for 60 days from date of delivery.
Note: Any representation for the delay of payment will not be accepted, until complete required documents have not been received. (Countdown starts when Store receives complete documents).

11. Installation and Commissioning: Supplier offer must be inclusive of complete installation and commissioning of supplied item/ equipment at IST premises. The supplied equipment must be made 100% operative up to the satisfaction of user.
12. Late Offers: The quotations received late (after opening the tender) will not be considered. Cutting/ over writing are not allowed, unless/ until authenticated under proper signature of the authorized person.

13. Performance Bond: IST may ask to provide Performance Bank Guarantee equivalent to 10% of total order value. The Performance Bond shall be valid till the Guarantee / Warranty period of particular supply.
14. Publication/Literature/Catalogue in Hard Copies/CDs will be provided along with offer. Moreover the supplier will be bound to provide the following.

· Essential Running Spares to be provided.

· Certificate of Test Data/Calibration will be provided.

· Soft & hard copies of operational manual to be provided.

15. Supplier must be OEM authorized Reseller/Distributor. Such certificate must be accompanied with the bid.

16. IST reserves the right to increase / decrease the quantity as per requirements.

17. Supplier shall ensure to supply the stores of high quality and give warranty of its satisfactory function, good workmen-ship and as per required specifications. Supplier will be required to provide at least 12 months warranty as required for the supplied stores.

18. Bids will be evaluated in a manner that the items will bring “value for money” to the organization. Offers with lower specifications than demanded specs will be liable for rejection.

19. If IST deemed necessary, the lowest bidder may be asked to provide sample before awarding of any contract/ order. In case the sample of lowest bidder is rejected, sample from other bidders will be called and contract will be awarded to technically qualified lowest bidder. 

20. IST may ask the lowest bidder for any clarification/providing of documents for satisfactory evaluation of offer.

21. Those firms are not eligible to participate in the tender whose deliveries of stores are pending/ delayed for the five months or more or their previous performance is not satisfactory, against any IST purchase order. If participated in tender their offer may be accepted/ rejected based on previous performance.
22. Conditional bids may be liable for rejection. Offers with incomplete documentation will be rejected.

23. A being lowest in financial bid does not mean that the contract/ purchase order will be awarded. Following factors may also be taken into account before award of purchase order.

i. Previous performance of supplier against any IST order.

ii. Reliability.

iii. Technical/ Financial capabilities.

iv. Acceptance of terms & conditions of tender.

24. IST may ask the lowest bidder to provide a “Certificate” that firm has never been black listed which will be submitted on stamp paper of valuing Rs. 20/-

25. Both technical and financial offers must be submitted in two separate sealed envelopes. Each envelope should contain the documents as under:
	Technical offer:

i. Technical quotation on letter head without prices.

ii. Format of bid as per Annexure-C (attached).

iii. OEM authorization certificate.

iv. Complete technical catalogues/ CDs/ broachers etc.

v. Previous performance certificate 

vi. 02 % earnest money.
vii. Tender fee in shape of DD/Call deposit/ receipt.
	Financial offer:

i. Quotation on letter head with prices.


26. Failure & Termination: Incase the supplier / contractor failed to deliver the stores within specified delivery period, IST shall have the following options:-
i. To recover liquidated damages @ 2% of total purchase order value per month or part thereof will be imposed. The maximum limit of liquidated damages will not exceed 10% of contract value. Such damages shall be recovered from the bills, earnest money and or by withholding any amount due to be paid against this or any other purchase order.
ii. To purchase from elsewhere, without notice to you but at your risk and cost, the stores not delivered within the stipulated period and to recover excess value so paid by us from your bills or from your security and or to cancel the contract at your risk and cost.
27. Blacklisting: If the supplier failed to execute order as per laid down terms and conditions in the tender/order or the performance is not satisfactory or are found to be indulging in corrupt or fraudulent practices, the action for blacklisting of firm/ supplier/ contractor will be taken as per PPRA rule 19. In case of any dispute, the case will be referred to Vice Chancellor (IST), whose decision will be final.
28. IST reserves the rights to accept or reject any or all tenders as a whole or in part as per PPRA Rule 33 (1). The decision in this regard will be firm final and binding on all bidders.
(Mohsin Ali)

Dy Asst Director (Procurement)

Institute of Space Technology, Islamabad
Annexure – A
Technical Offer
LIT/IST Div/1516/FAC/2
Date: 13-May-2016

Due On: 31-May-2016

	S/No
	Description
	Qty 
	Yes
	No
	Alternative Offer

	1
	ULTRSONIC FLAW DETECTOR

1) Number of Channels Up to 10 Channels in Maximum 20 Cycles. 

2) Pulse Repetition Freq. 4 to 20000 Hz, Proportionally Divided for Each Cycle.

3)  Pulser Spike Pulse 100 V, 400 V / Charging Capacitor, 1 nF, 220 pF / Rise Time, 10 ns. 

4) Wide-Band Filter (-3 dB) 0.2 – 30 MHz / 10 – 30 MHz / 1 – 10 MHz.

5) Narrow-Band Filter 1 / 2.25 / 5 / 10 / 15 MHz.

6) Gain 0 – 110 dB, in 0.5 dB Steps.

7) Fine Gain Setting 1 db.

8)  Continuously Variable in 10 Steps.

9) Rectifier Full-Wave, Negative, Positive Half-Wave, RF Mode. 

10) Reject Linear, 0 – 80 % Screen Height.

11) TCG 44 dB with Maximum 12 dB/μs.

12) DAC/TCG DAC or TCG with up to 16 Reference Echoes per Cycle, Multiple DAC Mode with up to Four Additional Curves at Variable Spacing from the Reference Curve, Individual Curves for Each Cycle Possible.

13)  Back wall Echo Attenuation Full Dynamic Range of 110 db.

14)  Sound Velocity 500m/sec - 20000m/sec (0.02 inch/sec - 0.78 “/sec).

15)  Digital Up sampling 400 MHz, 9 bits.

16)  A-Scan Display 512 or 1024 Pixels, Range: 4.5 mm - 15 m in 0.1 mm Increments (0.1“ - 590“ in 0.004“ Increments) , Pulse Delay -10 mm - 15 m in 0.1 mm Increments (-0.4” - 590“ in 0.004“ Increments), Display Start with Initial Pulse or Interface Echo.

17)  Evaluation Gates Four (Interface, A, B, C) Color Coded and Independent per Cycle, Coincidence or Anticoincidence Logic Selectable, Flaw Suppression per Counter (1 – 16), Trigger: Initial Pulse or Interface, Width 0.1 mm - 15 m in 0.1 mm Increments (0.003” - 590” in 0.004” Increments), Start 0.0 mm - 15 m in 0.1 mm Increments (0” - 590” in 0.004” Increments).

18)  Amplitude Resolution 0.5 % of Display Range

19)  Thickness Resolution 2.5 ns Corresponding to 0.007 mm (0.000275”) at Sound Velocity of Steel.

20) Thickness Measurement Modes Measurements Selectable between Initial Pulse or Interface Echo and Gates A, B, or C or between Gates A and B. Start/Stop at Zero Crossing, Flank or Peak Echo Including Tolerance Monitor with 4 Thickness Values Min and Max per Cycle.

21)  Data Output Measurement Readings Output as Max Amplitude or Min/Max Thickness Value. Alarm Output Amplitude Threshold or Min/Max Thickness Value.

22) Analog Outputs 10 User Programmable for Measurement Readings (Active/Min/Max), Wall Thickness/Echo Amplitude 0 to 10 V, 12 Bit Resolution.

23) Alarm Outputs 16 User-Programmable for Cycle and Threshold, for Flaw Threshold via TTL (Coincidence/Anticoincidence), for Thickness Tolerance Monitor via TTL with Range Overflow and Underflow.

24)  Test Data Release 4 User-Programmable Inputs for Each Test Channel.

25)  Encoder Inputs 3 Inputs for Quadrature or Pulse/Direction Encoders, Compression of Ultrasonic Data on Path Grid. 

26) Units mm, inch, μs 

27) Operator Interface Languages User Configurable in English, German, French, Spanish, Chinese and Japanese.

28)  Interconnects

(a) Probes: Lemo 00 or BNC; RF Output: Lemo 00; I/O: 25-pin Sub D; 37-pin Sub D; Sync: 9-pin Sub D; 

(b) Video: VGA Out 15-pin Sub D 

(c) Rack and Portable Configuration also Include - Mouse and Keyboard: PS2 (Rack only); Serial Interface: 9-pin Sub D; 2 x USB 

29) Network Box with Ethernet – TCP/IP, 100 MB/s.

30)  Mains Operation Rack and Box via Internal Power Supply (85 – 265 VAC); Power Consumption 40 W (Rack), 24 W (Box). Portable Version via External Power Supply (85 – 265 VAC), Battery Operation: Two Li-Ion Battery Packs (Hot Swap),10.8 V, 7.2 Ah ea, 3.25 h Operation. 70 W During Charging.

31) Operating Temperature 0 - 40° C (32 F - 104 F).

32) Size (HxWxD) and Weight 

(a) Rack: 310 mm x 450 mm x 375 mm (12.2” x 17.7” x 14.75”) (7U), 16.5 kg (36.36 lb).

(b) Box: 125 mm x 450 mm x 430 mm (4.9” x 17.7” x 16.9”) (3U), 7 kg (15.4 lb).

(c) Portable: 390 mm x 374 mm x 150 mm (15.3” x 14.7” x 5.9”), 8.2 kg (18.1lb) Incl. 2 Li-Ion Batteries.

33) Independent pulser and receiver for each channel. 

34)  20 Programmable cycles for multi-zone inspection.

35)  EchoMAX A-Scan display function. 

36)  View up to 10 A-Scans at once. 

37)  Available strip chart , C-Scan imaging, and Time Of    Flight Diffraction weld inspection software. 

38)  Interface gate synchronizing for surface following. 

39)  Back-wall echo attenuator.

40)  Direct 3-axis encoder input. 

41)  Automatic Gain Control.

42)  User configurable in English.

43) Local Training required.

44) Make: G.E Inspection Technologies.

45) Made: Germany.

46) Model: USIP 40 OR EQUIVALENT
	01 
	
	
	


Undertaking:

I/We, agree with the terms/conditions of tender inquiry. We have carefully read the terms and conditions mentioned in tender documents. We accept all these conditions.
 Signature:





 Name:




 

                                                                   
Designation:



 
                        
 Stamp:




(To be Printed On Company’s Letterhead)
Annexure – B
Financial Offer
LIT/IST Div/1516/FAC/2
Date: 13-May-2016

Due On: 31-May-2016

	S/No
	Description
	Qty 
	Unit Price

(to be quoted

excluding GST)
	Total Value

	1
	ULTRSONIC FLAW DETECTOR

47) Number of Channels Up to 10 Channels in Maximum 20 Cycles. 

48) Pulse Repetition Freq. 4 to 20000 Hz, Proportionally Divided for Each Cycle.

49)  Pulser Spike Pulse 100 V, 400 V / Charging Capacitor, 1 nF, 220 pF / Rise Time, 10 ns. 

50) Wide-Band Filter (-3 dB) 0.2 – 30 MHz / 10 – 30 MHz / 1 – 10 MHz.

51) Narrow-Band Filter 1 / 2.25 / 5 / 10 / 15 MHz.

52) Gain 0 – 110 dB, in 0.5 dB Steps.

53) Fine Gain Setting 1 db.

54)  Continuously Variable in 10 Steps.

55) Rectifier Full-Wave, Negative, Positive Half-Wave, RF Mode. 

56) Reject Linear, 0 – 80 % Screen Height.

57) TCG 44 dB with Maximum 12 dB/μs.

58) DAC/TCG DAC or TCG with up to 16 Reference Echoes per Cycle, Multiple DAC Mode with up to Four Additional Curves at Variable Spacing from the Reference Curve, Individual Curves for Each Cycle Possible.

59)  Back wall Echo Attenuation Full Dynamic Range of 110 db.

60)  Sound Velocity 500m/sec - 20000m/sec (0.02 inch/sec - 0.78 “/sec).

61)  Digital Up sampling 400 MHz, 9 bits.

62)  A-Scan Display 512 or 1024 Pixels, Range: 4.5 mm - 15 m in 0.1 mm Increments (0.1“ - 590“ in 0.004“ Increments) , Pulse Delay -10 mm - 15 m in 0.1 mm Increments (-0.4” - 590“ in 0.004“ Increments), Display Start with Initial Pulse or Interface Echo.

63)  Evaluation Gates Four (Interface, A, B, C) Color Coded and Independent per Cycle, Coincidence or Anticoincidence Logic Selectable, Flaw Suppression per Counter (1 – 16), Trigger: Initial Pulse or Interface, Width 0.1 mm - 15 m in 0.1 mm Increments (0.003” - 590” in 0.004” Increments), Start 0.0 mm - 15 m in 0.1 mm Increments (0” - 590” in 0.004” Increments).

64)  Amplitude Resolution 0.5 % of Display Range

65)  Thickness Resolution 2.5 ns Corresponding to 0.007 mm (0.000275”) at Sound Velocity of Steel.

66) Thickness Measurement Modes Measurements Selectable between Initial Pulse or Interface Echo and Gates A, B, or C or between Gates A and B. Start/Stop at Zero Crossing, Flank or Peak Echo Including Tolerance Monitor with 4 Thickness Values Min and Max per Cycle.

67)  Data Output Measurement Readings Output as Max Amplitude or Min/Max Thickness Value. Alarm Output Amplitude Threshold or Min/Max Thickness Value.

68) Analog Outputs 10 User Programmable for Measurement Readings (Active/Min/Max), Wall Thickness/Echo Amplitude 0 to 10 V, 12 Bit Resolution.

69) Alarm Outputs 16 User-Programmable for Cycle and Threshold, for Flaw Threshold via TTL (Coincidence/Anticoincidence), for Thickness Tolerance Monitor via TTL with Range Overflow and Underflow.

70)  Test Data Release 4 User-Programmable Inputs for Each Test Channel.

71)  Encoder Inputs 3 Inputs for Quadrature or Pulse/Direction Encoders, Compression of Ultrasonic Data on Path Grid. 

72) Units mm, inch, μs 

73) Operator Interface Languages User Configurable in English, German, French, Spanish, Chinese and Japanese.

74)  Interconnects

(b) Probes: Lemo 00 or BNC; RF Output: Lemo 00; I/O: 25-pin Sub D; 37-pin Sub D; Sync: 9-pin Sub D; 

(b) Video: VGA Out 15-pin Sub D 

(c) Rack and Portable Configuration also Include - Mouse and Keyboard: PS2 (Rack only); Serial Interface: 9-pin Sub D; 2 x USB 

75) Network Box with Ethernet – TCP/IP, 100 MB/s.

76)  Mains Operation Rack and Box via Internal Power Supply (85 – 265 VAC); Power Consumption 40 W (Rack), 24 W (Box). Portable Version via External Power Supply (85 – 265 VAC), Battery Operation: Two Li-Ion Battery Packs (Hot Swap),10.8 V, 7.2 Ah ea, 3.25 h Operation. 70 W During Charging.

77) Operating Temperature 0 - 40° C (32 F - 104 F).

78) Size (HxWxD) and Weight 

(d) Rack: 310 mm x 450 mm x 375 mm (12.2” x 17.7” x 14.75”) (7U), 16.5 kg (36.36 lb).

(e) Box: 125 mm x 450 mm x 430 mm (4.9” x 17.7” x 16.9”) (3U), 7 kg (15.4 lb).

(f) Portable: 390 mm x 374 mm x 150 mm (15.3” x 14.7” x 5.9”), 8.2 kg (18.1lb) Incl. 2 Li-Ion Batteries.

79) Independent pulser and receiver for each channel. 

80)  20 Programmable cycles for multi-zone inspection.

81)  EchoMAX A-Scan display function. 

82)  View up to 10 A-Scans at once. 

83)  Available strip chart , C-Scan imaging, and Time Of    Flight Diffraction weld inspection software. 

84)  Interface gate synchronizing for surface following. 

85)  Back-wall echo attenuator.

86)  Direct 3-axis encoder input. 

87)  Automatic Gain Control.

88)  User configurable in English.

89) Local Training required.

90) Make: G.E Inspection Technologies.

91) Made: Germany.

92) Model: USIP 40 OR EQUIVALENT
	01  
	
	

	Total Value:
	

	GST Amount: 
	

	Net Total Value:
	


Undertaking:

I/We, agree with the terms/conditions of tender inquiry. Item is quoted as per IST required specifications and rates are quoted accordingly. We have carefully read the terms and conditions mentioned in tender documents. We accept all these conditions.

 Signature:





 Name:




 

                                                                   
Designation:





                        
 Stamp:




(To be Printed On Company’s Letterhead)
(To be Printed and typed On Company’s Letterhead)

(Annexure-C)

LIT/IST Div/1516/FAC/2

Date: 13-May-2016

Due On: 31-May-2016

Format for Bid

1. Bid Bond Value



:





2. Bid Bond PO/DD No.


:





3. Bid Bond PO/DD dated


:





4. Bid Bond PO/DD issued by

(Bank Name)



:





5. Complete Technical specifications 
:



YES  NO
& catalog attached 

6. Delivery Schedule



:





7. Validity of Acceptance


:





8. Country of Origin



:





9. Installation & Commissioning offered
:


         YES  NO 
10. Performance Bond to be provided
:


         YES  NO
11. Guaranty/ Warranty


:



YEARS
12. Company profile/ capability for 

completion of such projects. (attached)
:


         YES  NO
13. Company full address


:





Contact Person



:





Cell #




:





E-mail




:






14. Acceptance of terms & conditions
:


         YES  NO
 of tender without any condition.










_____________

        Sign & Seal
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