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  Institute of Space 

Technology Islamabad

      Procurement Department

RFQ-2425-00075-L

24-11-2024

To:    _____________

__________________

 Subject: Invitation of Tender for Ultrasonic Thickness Meter and Ultrasonic Flaw Detector

Dear Sir,

We invite you to quote for supply of the item as detailed in Annex-A & B enclosed. Offers must be submitted on company’s letterhead with complete specifications of offered equipment/item and undertaking given at the end of Annex-A & B along with format for bid (Annex-C & D) to be duly filled. 

The terms and conditions of this tender are as under :-

The Bids comprise a single stage, containing Two separate sealed envelopes are required to be delivered at IST-Islamabad by 12:00 Hours on 11th Dec. 2024. Tenders will be opened on same date at 12:00 Hours in the presence of bidders who desire to attend. Each envelop shall contain separately the financial proposal and the technical proposal. The envelopes shall be marked as “FINANCIAL PROPOSAL” and “TECHNICAL PROPOSAL” in bold and legible letters to avoid confusion. Initially, only the envelope marked as “TECHNICAL PROPOSAL” shall be opened. The envelope marked as “FINANCIAL PROPOSAL” shall be retained in the custody of the procuring agency without being opened. The financial proposals of bids shall be opened publicly at a time, date and venue announced and communicated to the bidders in advance.
Sealed tenders addressed to the Deputy Director (Procurement), Institute of Space Technology, Near Rawat Toll Plaza, Islamabad Highway, Islamabad may be dropped in the tender box or mailed through courier, registered post; but it must be ensured that the same reaches our office well in time as late offers will not be considered. The envelopes should be marked clearly with the following information. 







Tender No 
:     RFQ-2425-00075-L
Due Date
:      11.12.2024

Tender For
:Ultrasonic Thickness Meter and Ultrasonic Flaw Detector

Rates: 
The bidder should quote their rates for :-
Free Delivery at IST inclusive of all Govt. taxes. Details of such taxes to be provided.

All charges within Pakistan till delivery (including port clearances, custom duties and all taxes), installation and commissioning in IST should be included and mentioned in the quotation.

The bidder should indicate their NTN NO. & Sales Tax registration number.

Items must be quoted as per user requirements/sample available at IST - Store. 

Before submitting any offer, bidder must consult the concerned user regarding any query/specifications or checking of sample. No change in the offer will be accepted later on.

Offer shall be made as per our demanded specs or equivalent.

All optional accessories are to be quoted separately as well. Essential accessories required for operational/ running of machine must be provided along with the offer.

The organization reserves the right to modify or reduce the Scope of Work at its sole discretion, based on prevailing needs and the availability of resources or funding.

BID SECURITY: Technical offer must be accompanied with 03% of total bid value (inclusive of accessories) in the form of pay order/ call deposit/ Demand draft/   unconditional bank guarantee from scheduled bank having 150-days validity in favor of IST-Islamabad. No offer will be entertained without bid security. The bid security will finally be adjusted/ refunded on completion of the contract. At any stage if the purchaser feels that the bidder has provided wrong information or the samples are not provided as per the specifications mentioned in their offer, the bid security will be forfeited.
Tender fee of PKR. 2,000/- in form of DD/PO must be submitted along with the offer in favor of IST-Islamabad. 

IST FTN #: 9010613-0.
Delivery: Item may be delivered within 120-days after issuance of Purchase Order. Successful delivery along with offloading of the ordered item at the Purchaser’s premises will be Supplier’s responsibility.
Validity: The offer shall remain valid for our acceptance for 120-Days from the date of opening of tender. Offers with validity less than 120-days will be liable for rejection.
Inspection: The inspection shall be carried out at IST by IST inspection committee and the inspection report (findings) shall be binding on you.
Taxes: 
GST/CED will be paid by the PURCHASER to the SUPPLIER’S on production of a separately numbered “Tax Invoice” showing the amount of sales tax and other details under section 23 of Sales Tax Act-1990.

As per in vogue GST SRO, 20% of the 18% GST amount will be retained by the Purchaser and later on submitted in the CBR/Government Treasury, where as 80% of the 18% GST will be paid to the Supplier for onward deposition in FBR/Government Treasury.  However, GST rate is subject to change as and when notified by Government.

Income tax will be deducted as per rule.

Any change in taxes levied by Govt. after opening of bids will be on account of bidder. No change in offer will be accepted later on.

Payment:  All payments will be made through crossed cheque in favor of the SUPPLIER in Pak Rupees. The payment mode will be “100 % Payment after Delivery” and after satisfactory performance in every aspect and inspection. Advance payment is subject to provision of equal amount of Bank Guarantee valid for 60 days from date of delivery.
Note: Any representation for the delay of payment will not be accepted, until complete required documents have not been received. (Countdown starts when Store receives complete documents).

Late Offers: The quotations received late (after opening the tender) will not be considered. Cutting/ over writing are not allowed, unless/ until authenticated under proper signature of the authorized person.

Performance Bond: 10% of total order value to be provided by firm in shape of unconditional and irrevocable Bank Guarantee/ Demand Draft of Pakistani Scheduled Bank to be valid till the expiry of Guarantee/Warranty period within 10 working days of signing of contract. Else 0.01% of total order value for each day may be charged maximum upto 10% of contract value. Add Dir Admin & Proc decision in this regard shall be fix and final.

The release of 10% Performance bond shall occur subsequent to the termination of the validity period and upon the receipt of a written request by the firm.

 In case of any arithmetic error unit price shall prevail.

Publication/Literature/Catalogue in Hard Copies/CDs will be provided along with offer. 

IST reserves the right to increase / decrease the quantity as per requirements.

Only technically qualified bidders will be informed for financial opening of their bids. Firms, after qualifying technical criteria and having lowest quoted value shall be considered successful. Financial offer of technically disqualified supplier will be returned unopened along with their bid security.

Warranty: Local agent may arrange OEM warranties of offered equipment for at least one year from the date of successful installation, commissioning.

Bids will be evaluated in a manner that the item will bring “value for money” to the organization. Offers with lower specifications than demanded specs will be liable for rejection.

If IST deemed necessary, the lowest bidder may be asked to provide sample before awarding of any contract/ order. In case the sample of lowest bidder is rejected, sample from other bidders will be called and contract will be awarded to technically qualified lowest bidder. 

IST may ask the lowest bidder for any clarification/providing of documents for satisfactory evaluation of offer.

Those firms are not eligible to participate in the tender whose deliveries of stores are pending/ delayed for the five months or more or their previous performance is not satisfactory, against any IST purchase order. If participated in tender their offer may be accepted/ rejected based on previous performance.

Conditional bids may be liable for rejection. Offers with incomplete documentation will be rejected.

A being lowest in financial bid does not mean that the contract/ purchase order will be awarded. Following factors may also be taken into account before award of purchase order.
Previous performance of supplier against any IST order.

Reliability.

Technical/ Financial capabilities.

Acceptance of terms & conditions of tender.

IST may ask the lowest bidder to provide a “Certificate” that firm has never been black listed which will be submitted on stamp paper of valuing Rs. 20/-

Failure & Termination: Incase the supplier / contractor failed to deliver the stores within specified delivery period, IST shall have the following options:-
To recover liquidated damages @ 2% of total purchase order value per month or part thereof will be imposed. The maximum limit of liquidated damages will not exceed 10% of contract value. Such damages shall be recovered from the bills, bid security and or by withholding any amount due to be paid against this or any other purchase order.
To purchase from elsewhere, without notice to you but at your risk and cost, the stores not delivered within the stipulated period and to recover excess value so paid by us from your bills or from your security and or to cancel the contract at your risk and cost.
Blacklisting: If the supplier failed to execute order as per laid down terms and conditions in the tender/order or the performance is not satisfactory or are found to be indulging in corrupt or fraudulent practices, the action for blacklisting of firm/ supplier/ contractor will be taken as per PPRA rule 19. In case of any dispute, the case will be referred to Vice Chancellor (IST), whose decision will be final.
Both technical and financial offers must be submitted in two separate sealed envelopes. Each envelop should contain the documents as under.

Supplier should be authorized distributor/reseller of OEM

	Technical Offer:

Technical quotation on letter head  without prices.

 Format of bid as per Annexure-C (attached).

 Bid security be submitted as  follows;  

[03 % bid security (Photocopy with values hidden]
4. Rs.2,000/- as Tender Fee.
	Financial Offer:

Quotation on letter head with prices.

Format of bid as per Annexure-D (attached).




IST reserves the rights to accept or reject any or all tenders as a whole or in part as per PPRA Rule 33 (1). The decision in this regard will be firm final and binding on all bidders.
(Raees Ahmad)

 Additional Director (Procurement)

Institute of Space Technology, Islamabad

Annexure – A

Technical Offer

RFQ-2425-00075-L

                        


   


         Date:     24.11.2024

         



                                                     Due On:     11th Dec. 2024
	Sr. No
	Description
	Qtynos
	Yes
	No
	Alternative Offer

	1
	Ultrasonic Thickness Meter Preferably KRAUTKRÄMER DMS Go + Adv or Equivalent, Made By: Way Gate Technologies Germany
Measurement range 0,4- 14.000 m/s (551”)

Units mm, inch,

Digital Display resolution 0,01 mm or 0,1 mm  selectable

Measurement techniques Zero crossing, IP to 1st echo, multi echo, Topcoat, Auto-V, High Temperature

Calibration One-point, Two-point, Auto or Manual, On-block and Off-block Zero, Automatic, V-Path correction

Display mode Thickness and A-Scan, Temperature corrected thickness, B-Scan, Min, Max capture, Differential

Display 5 inches,

Display resolution 800 × 480 pixels, 108 × 65 mm (W x H), > 200 cd/m2

Size (W x H x D) 175 × 111 × 50 mm 

Weight less than 1kg with battery

Protection class Minimum IP 67

Operating temperature Up to 55 °C

Battery Rechargeable, Minimum 8 hours operation time

Power adapter, charger 100 – 240 V AC, 50/60 Hz

Probe connector Dual Lemo-00(T/R)

Memory Minimum 16 GB

Data recorder 100,000 readings per file with Multiple files formats, Attachment of A-Scan, B-Scan and micro grid

PC Interface Via USB Cable, PC software to see and manage data.

Pulser Automatically matched to probe

Pulse Repetition Frequency 4, 8 or 16 Hz selectable

Receiver 110 dB dynamic, automatic gain control, Manual, high, low

Compliance EN 61010, EN 61326-1, EN 12668, ASTM E 1324, E317, ANSI,NCSL Z540-1-1994, MIL-STD 45662A, MIL-STD 2154, EN 15317

Upgrade: To be upgradeable via software update free of cost

Package Required

Main Unit Ultrasonic Thickness Meter advanced model.

Standard Probe with cable

Calibration block

Battery, Charger, USB Cable, Operating Manual, Certificates, Carry Case
Efficient support by OEM through remote access to equipment parameters and software if required.

Testing of the standard samples to validate the specifications.

Verification of performance by testing Certified Reference Materials (CRMs) at the time of equipment installation, for the supplied Calibration and Analytical Solution Packages, should be the part of installation, commissioning.
Operation, Service, Maintenance and Calibration Manuals

Soft and hard copy of the operation, service & maintenance manuals including activation keys, passwords; parts catalogue; error code & parameters list should be provided.

Installation & training
Free of cost on-site Installation, commissioning, maintenance and troubleshooting training for at least 04 persons from faculty will be given in IST from OEM expert.

Detailed training 6 months after the acceptance of the equipment.

Warranty

Preferably Warranty for 10 years

Availability of spares. The vendor has to guarantee the availability of attachments, spares support, repair and free of cost update throughout life of equipment. 

Other Conditions

Efficient support by OEM through remote access to instrument parameters and software if required.

Quotation with detailed breakdown and details of optional items should be provided separately.

All charges within Pakistan till delivery in IST including port clearances and taxes should be mentioned in quote.

Organizations where the equipment or its closest model has been supplied in Pakistan; name and contact number of the end user. Services provided to the end user since it has been sold; include maintenance; calibration; supply of spares and, or attachments

Note: Above mentioned specifications are desirable for the selection of the equipment


	1
	
	
	

	2. 
	Ultrasonic Flaw Detector A-SCAN, Model Krautkrämer USM 100 or Equivalent Make G.E Inspection Technologies – Germany-Europe-America or Equivalent    

A-Scan ultrasonic equipment. Pulse Repetition frequency 10-2000 Hz, proportionally divided for each cycle

Pulser spike pulse 100 v, 400 v / charging capacitor 1 NF/ 220 PF /Rise Time: 10 NS, Rectifier Full-Wave ; Negative ; Positive Half-Wave; RF Mode Back wall echo attention, full dynamic range of 110 DB, Sound velocity: 250-16000 m/s

Measurement Procedures: TCG, DAC, DGS, AWS, API 

A-Scan Display 512 OR 1024 Pixels; Range 4.5 MM – 15 MM in 0.1 MM increments (0.1”  – 590” in 0.004”  Increments); Pulse Delay -10 MM -15 MM in 0.1 MM Increments (-0.4” – 590” in 0.004”  Increments); Display start with initial pulse or interface Echo

Evaluation gates 4 (Interface; A; B and C) Color Coded and independent per cycle; Coincidence or Anti-Coincidence logic selectable; Flaw suppression per counter (1-16); Trigger: initial pulse for interface; Width: 0.1–15 mm in 0.1 mm increments; Starts 0.0–15mm in 0.1mm Increments

Amplitude Resolution 0.5 % of Display Range 

Thickness Resolution: 2.5 NS Corresponding to 0.007 MM at sound velocity of Steel.

Thickness measurement modes measurement selectable between initial pulse or interface echo and Gates A; B OR C OR between Gates A and B; Start /Stop at Zero Crossing; Flank or Peak Echo Including Tolerance Monitor with 4 Thickness values MIN and MAX per Cycle 

Data Output Measurement; Reading Output as MAX amplitude OR MIN/MAX Thickness Value; Alarm Output Amplitude Threshold OR MIN/MAX Thickness Value

Analog Outputs 10 User Programmable for Measurement Readings (Active/MIN/MAX); Wall Thickness/ ECHO Amplitude 0 to 10 V (12 BIT Resolution)

Network Box with Ethernet – TCP/IP; 100 MB/S

Main Operation Rack and Box Via Internal Power Supply (85 – 265 VAC); Power Consumption: 40 W (Rack) And 24 W (BOX); Portable Version Via External Power Supply (85 – 265 VAC); Battery Operation: Two Li-ION Battery pack (Hot Swap); 10.8 V; 7.2 AH EA; 3.25 H Operations (70 W During Charging)

Operation Temperature 0 – 40° C

Weight: 8.2 KG (18.1 LB) Including 2 Li-ION Batteries 

Available Strip Chart; C-Scan imaging and Time of Flight Diffraction Weld Inspection Software

Testing standard samples to validate the specifications.

Verification of performance by testing Certified Reference Materials (CRMs) at the time of equipment installation, for the supplied Calibration and Analytical Solution Packages, should be the part of installation, commissioning.
Operation, Service, Maintenance and Calibration Manuals

Soft and hard copy of the operation, service & maintenance manuals including activation keys, passwords; parts catalogue; error code & parameters list should be provided.

Optional accessories 

Provide details of optional accessories alongwith quotation with break down, including the following

Extra battery set

Probes, probe cables normal mb4s of 22mm, 10mm face

Miniature probes of angles 30, 45 and 60 degrees. 

Membranes (pack of 10) x2 packs

V1 calibration block of Steel

Installation & training
Free of cost on-site Installation, commissioning, maintenance and troubleshooting training for at least 04 persons from faculty will be given in IST from OEM expert.

Warranty

Preferably Warranty for 10 years

Availability of spares. The vendor has to guarantee the availability of attachments, spares support, repair and free of cost update throughout life of equipment. 

Other Conditions

Efficient support by OEM through remote access to instrument parameters and software if required.

Quotation with detailed breakdown and details of optional items should be provided separately.

All charges within Pakistan till delivery in IST including port clearances and taxes should be mentioned in quote.

Organizations where the equipment or its closest model has been supplied in Pakistan; name and contact number of the end user. Services provided to the end user since it has been sold; include maintenance; calibration; supply of spares and, or attachments

Note: Above mentioned specifications are desirable for the selection of the equipment
	
	
	
	


Undertaking:

I/We, agree with the terms/conditions of tender inquiry. We have carefully read the terms and conditions mentioned in tender documents. We accept all these conditions.
Signature: _________________

Name: ____________________

Designation: _______________

Stamp: ___________________

(To be Printed On Company’s Letterhead)                                                                                                                                                       

Annexure – B

Financial Offer

RFQ-2425-00075-L

                        


   


          Date:     24.11.2024

         



                                                          Due On:  11.12.2024

	Sr. No
	Description
	Qtynos
	Yes
	No
	Alternative Offer

	1
	Ultrasonic Thickness Meter Preferably KRAUTKRÄMER DMS Go + Adv or Equivalent, Made By: Way Gate Technologies Germany
Measurement range 0,4- 14.000 m/s (551”)

Units mm, inch,

Digital Display resolution 0,01 mm or 0,1 mm  selectable

Measurement techniques Zero crossing, IP to 1st echo, multi echo, Topcoat, Auto-V, High Temperature

Calibration One-point, Two-point, Auto or Manual, On-block and Off-block Zero, Automatic, V-Path correction

Display mode Thickness and A-Scan, Temperature corrected thickness, B-Scan, Min, Max capture, Differential

Display 5 inches,

Display resolution 800 × 480 pixels, 108 × 65 mm (W x H), > 200 cd/m2

Size (W x H x D) 175 × 111 × 50 mm 

Weight less than 1kg with battery

Protection class Minimum IP 67

Operating temperature Up to 55 °C

Battery Rechargeable, Minimum 8 hours operation time

Power adapter, charger 100 – 240 V AC, 50/60 Hz

Probe connector Dual Lemo-00(T/R)

Memory Minimum 16 GB

Data recorder 100,000 readings per file with Multiple files formats, Attachment of A-Scan, B-Scan and micro grid

PC Interface Via USB Cable, PC software to see and manage data.

Pulser Automatically matched to probe

Pulse Repetition Frequency 4, 8 or 16 Hz selectable

Receiver 110 dB dynamic, automatic gain control, Manual, high, low

Compliance EN 61010, EN 61326-1, EN 12668, ASTM E 1324, E317, ANSI,NCSL Z540-1-1994, MIL-STD 45662A, MIL-STD 2154, EN 15317

Upgrade: To be upgradeable via software update free of cost

Package Required

Main Unit Ultrasonic Thickness Meter advanced model.

Standard Probe with cable

Calibration block

Battery, Charger, USB Cable, Operating Manual, Certificates, Carry Case
Efficient support by OEM through remote access to equipment parameters and software if required.

Testing of the standard samples to validate the specifications.

Verification of performance by testing Certified Reference Materials (CRMs) at the time of equipment installation, for the supplied Calibration and Analytical Solution Packages, should be the part of installation, commissioning.
Operation, Service, Maintenance and Calibration Manuals

Soft and hard copy of the operation, service & maintenance manuals including activation keys, passwords; parts catalogue; error code & parameters list should be provided.

Installation & training
Free of cost on-site Installation, commissioning, maintenance and troubleshooting training for at least 04 persons from faculty will be given in IST from OEM expert.

Detailed training 6 months after the acceptance of the equipment.

Warranty

Preferably Warranty for 10 years

Availability of spares. The vendor has to guarantee the availability of attachments, spares support, repair and free of cost update throughout life of equipment. 

Other Conditions

Efficient support by OEM through remote access to instrument parameters and software if required.

Quotation with detailed breakdown and details of optional items should be provided separately.

All charges within Pakistan till delivery in IST including port clearances and taxes should be mentioned in quote.

Organizations where the equipment or its closest model has been supplied in Pakistan; name and contact number of the end user. Services provided to the end user since it has been sold; include maintenance; calibration; supply of spares and, or attachments

Note: Above mentioned specifications are desirable for the selection of the equipment


	1
	
	
	

	2. 
	Ultrasonic Flaw Detector A-SCAN, Model Krautkrämer USM 100 or Equivalent Make G.E Inspection Technologies – Germany-Europe-America or Equivalent    

A-Scan ultrasonic equipment. Pulse Repetition frequency 10-2000 Hz, proportionally divided for each cycle

Pulser spike pulse 100 v, 400 v / charging capacitor 1 NF/ 220 PF /Rise Time: 10 NS, Rectifier Full-Wave ; Negative ; Positive Half-Wave; RF Mode Back wall echo attention, full dynamic range of 110 DB, Sound velocity: 250-16000 m/s

Measurement Procedures: TCG, DAC, DGS, AWS, API 

A-Scan Display 512 OR 1024 Pixels; Range 4.5 MM – 15 MM in 0.1 MM increments (0.1”  – 590” in 0.004”  Increments); Pulse Delay -10 MM -15 MM in 0.1 MM Increments (-0.4” – 590” in 0.004”  Increments); Display start with initial pulse or interface Echo

Evaluation gates 4 (Interface; A; B and C) Color Coded and independent per cycle; Coincidence or Anti-Coincidence logic selectable; Flaw suppression per counter (1-16); Trigger: initial pulse for interface; Width: 0.1–15 mm in 0.1 mm increments; Starts 0.0–15mm in 0.1mm Increments

Amplitude Resolution 0.5 % of Display Range 

Thickness Resolution: 2.5 NS Corresponding to 0.007 MM at sound velocity of Steel.

Thickness measurement modes measurement selectable between initial pulse or interface echo and Gates A; B OR C OR between Gates A and B; Start /Stop at Zero Crossing; Flank or Peak Echo Including Tolerance Monitor with 4 Thickness values MIN and MAX per Cycle 

Data Output Measurement; Reading Output as MAX amplitude OR MIN/MAX Thickness Value; Alarm Output Amplitude Threshold OR MIN/MAX Thickness Value

Analog Outputs 10 User Programmable for Measurement Readings (Active/MIN/MAX); Wall Thickness/ ECHO Amplitude 0 to 10 V (12 BIT Resolution)

Network Box with Ethernet – TCP/IP; 100 MB/S

Main Operation Rack and Box Via Internal Power Supply (85 – 265 VAC); Power Consumption: 40 W (Rack) And 24 W (BOX); Portable Version Via External Power Supply (85 – 265 VAC); Battery Operation: Two Li-ION Battery pack (Hot Swap); 10.8 V; 7.2 AH EA; 3.25 H Operations (70 W During Charging)

Operation Temperature 0 – 40° C

Weight: 8.2 KG (18.1 LB) Including 2 Li-ION Batteries 

Available Strip Chart; C-Scan imaging and Time of Flight Diffraction Weld Inspection Software

Testing standard samples to validate the specifications.

Verification of performance by testing Certified Reference Materials (CRMs) at the time of equipment installation, for the supplied Calibration and Analytical Solution Packages, should be the part of installation, commissioning.
Operation, Service, Maintenance and Calibration Manuals

Soft and hard copy of the operation, service & maintenance manuals including activation keys, passwords; parts catalogue; error code & parameters list should be provided.

Optional accessories 

Provide details of optional accessories alongwith quotation with break down, including the following

Extra battery set

Probes, probe cables normal mb4s of 22mm, 10mm face

Miniature probes of angles 30, 45 and 60 degrees. 

Membranes (pack of 10) x2 packs

V1 calibration block of Steel

Installation & training
Free of cost on-site Installation, commissioning, maintenance and troubleshooting training for at least 04 persons from faculty will be given in IST from OEM expert.

Warranty

Preferably Warranty for 10 years

Availability of spares. The vendor has to guarantee the availability of attachments, spares support, repair and free of cost update throughout life of equipment. 

Other Conditions

Efficient support by OEM through remote access to instrument parameters and software if required.

Quotation with detailed breakdown and details of optional items should be provided separately.

All charges within Pakistan till delivery in IST including port clearances and taxes should be mentioned in quote.

Organizations where the equipment or its closest model has been supplied in Pakistan; name and contact number of the end user. Services provided to the end user since it has been sold; include maintenance; calibration; supply of spares and, or attachments

Note: Above mentioned specifications are desirable for the selection of the equipment
	
	
	
	


Undertaking:

I/We, agree with the terms/conditions of tender inquiry. We have carefully read the terms and conditions mentioned in tender documents. We accept all these conditions.
Signature: _________________

Name: ____________________

Designation: _______________

Stamp: ___________________

(To be Printed On Company’s Letterhead)                                                                                                                                                       

(To be Printed and Typed On Company’s Letterhead)

Annexure – C 

  RFQ-2425-00075-L

                        


   


         Date:      24.11.2024

          Due On:   11.12.2024
         

FORMAT FOR BID

                                                       

1.
Tender Fee PO/DD No.







:

_______________________________

2. 
Tender Fee PO/DD dated






      :

_______________________________

3.
Bid Security PO/DD No.







:

_______________________________

4. 
Bid Security PO/DD dated






:

_______________________________

5.
Bid Security PO/DD issued by





:

_______________________________


(Bank Name)

6. 
Complete Technical specifications 



      :

_________________________YES/NO

& catalog attached

7.
Delivery Schedule








      :

_______________________________

8. 
Validity of Acceptance






      :

_______________________________

9.
Country of Origin.








      :

_______________________________

10. Profile of fim for performing such 



      :

_________________________YES/NO

Project. (Attached)

11.
Free of cost onsite installation/ 




      :

____________________MANDATORY

Commissioning & Training

12.
Performance Bond to be provided.



      :

____________________MANDATORY
13.
Guarantee/Warranty.







     :

___________________ _             3-Year
14.
Warranty response time and replacement time.
     :

_________________________YES/NO
15.
Owner name









     :

________________________________


Owner E-mail









     :

________________________________


Owner Contact Number






     :

________________________________

17.
Company full address







     :

________________________________


Contact Person








     :

________________________________


Cell #











     :

________________________________


E-mail











     :

________________________________

15.
Acceptance of terms & conditions of tender 

    :

      _________________________YES/NO

                                                                                                                                 __________________

                                                                                                                                      Signature & Seal

(To be Printed and typed On Company’s Letterhead)

Annexure – D 

  RFQ-2425-00075-L

                        


   


         Date:      24.11.2024

           Due On:   11.12.2024
1.
Tender Fee PO/DD No.







:

_______________________________

2. 
Tender Fee PO/DD dated






      :

_______________________________

3.
Bid Security PO/DD No.







:

_______________________________

4. 
Bid Security PO/DD dated






:

_______________________________

5.
Bid Security PO/DD issued by





:

_______________________________


(Bank Name)

6. 
Complete Technical specifications 



      :

_________________________YES/NO

& catalog attached

7.
Delivery Schedule








      :

_______________________________

8. 
Validity of Acceptance






      :

_______________________________

9.
Country of Origin.








      :

_______________________________

10. Profile of fim for performing such 



      :

_________________________YES/NO

Project. (Attached)

11.
Free of cost onsite installation/ 




      :

____________________MANDATORY

Commissioning & Training

12.
Performance Bond to be provided.



      :

____________________MANDATORY
13.
Guarantee/Warranty.







     :

___________________ _             3-Year
14.
Warranty response time and replacement time.
     :

_________________________YES/NO
15.
Owner name









     :

________________________________


Owner E-mail









     :

________________________________


Owner Contact Number






     :

________________________________

17.
Company full address







     :

________________________________


Contact Person








     :

________________________________


Cell #











     :

________________________________


E-mail











     :

________________________________

15.
Acceptance of terms & conditions of tender 

     :

_________________________YES/NO
                                                   FORMAT FOR BID          



                              

_____________

 Sign & Seal                       
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