  







  Institute of Space 

Technology Islamabad

      Procurement Department

RFQ-2425-00131-L

07-01-2025

To:    _____________

__________________

 Subject: Invitation of Tender for Misc Lab Equipment 

Dear Sir,

We invite you to quote for supply of the item as detailed in Annex-A & B enclosed. Offers must be submitted on company’s letterhead with complete specifications of offered equipment/item and undertaking given at the end of Annex-A & B along with format for bid (Annex-C & D) to be duly filled. 

The terms and conditions of this tender are as under:-

Sealed Tenders/bids are invited from firms / suppliers / authorised agents of 

Repute registered with Sales Tax Department and having NTN. The bids 
(Single Package Deal)
 under    Single Sealed Envelopes  are required      

to be 
delivered at office of 

undersigned 
IST-Islamabad latest by 11:30 
hours on 
28.01.2025. Tenders will be opened on same date at 12:00 
hours in the presence of bidders who desire to attend. The quotations received 
late (after 
opening of tender ) will not be considered. Cutting / 
Overwriting is not 
allowed unless / until authenticated under 
Sealed tenders addressed to the Additional Director (Procurement), Institute of   
Space Technology, Near Rawat Toll Plaza, Islamabad Highway, Islamabad 
may be dropped in the tender box or mailed through courier, registered post; 
but it must be ensured that the same reaches our office well in time as late 
offers will not be considered. The envelopes should be marked clearly with the 
following information. 

Tender No 
:     RFQ-2425-00131-L

Due Date
:     2228.01.2025




Tender For
:
Misc Lab Equipment 
Rates: 
The bidder should quote their rates for:-
Free Delivery at IST inclusive of all Govt. taxes. Details of such taxes to be provided.

The bidder should indicate their NTN NO. & Sales Tax registration number.

Items must be quoted as per user requirements/sample available at IST - Store. Before submitting any offer, bidder must consult the concerned user regarding any query/specifications or checking of sample. No change in the offer will be accepted later on.

Offer shall be made as per our demanded specs or equivalent.

BID SECURITY: offer must be accompanied with Rs.35,000/- for as bid security in the form of pay order/ call deposit/ Demand draft in favor of IST-Islamabad. No offer will be entertained without bid security. The bid security will finally be adjusted/ refunded on completion of the contract. At any stage if the purchaser feels that the bidder has provided wrong information or the samples are not provided as per the specifications mentioned in their offer, the bid security will be forfeited. 
IST FTN #: 9010613-0.
Delivery: Item may be delivered within 60-days after issuance of Purchase Order. Successful delivery along with offloading of the ordered item at the Purchaser’s premises will be Supplier’s responsibility.
Validity: The offer shall remain valid for our acceptance for 60-Days from the date of opening of tender. Offers with validity less than 60-days will be liable for rejection.
Inspection: The inspection shall be carried out at IST by IST inspection committee and the inspection report (findings) shall be binding on you.
Taxes: 
GST/CED will be paid by the PURCHASER to the SUPPLIER’S on production of a separately numbered “Tax Invoice” showing the amount of sales tax and other details under section 23 of Sales Tax Act-1990.

As per in vogue GST SRO, 20% of the 18% GST amount will be retained by the Purchaser and later on submitted in the FBR/Government Treasury, where as 80% of the 18% GST will be paid to the Supplier for onward deposition in FBR/Government Treasury.  However, GST rate is subject to change as and when notified by Government.

Income tax will be deducted as per rule.

Any change in taxes levied by Govt. after opening of bids will be on account of bidder. No change in offer will be accepted later on.

Payment:  All payments will be made through crossed cheque in favor of the SUPPLIER in Pak Rupees. The payment mode will be “100 % Payment after Delivery” and after satisfactory performance in every aspect and inspection. Advance payment is subject to provision of equal amount of Bank Guarantee valid for 60-days from date of delivery.
Note: Any representation for the delay of payment will not be accepted, until complete required documents have not been received. (Countdown starts when Store receives complete documents).

Late Offers: The quotations received late (after opening the tender) will not be considered. Cutting/ over writing are not allowed, unless/ until authenticated under proper signature of the authorized person.

Performance Bond: 10% of total order value to be provided by firm in shape of unconditional and irrevocable Bank Guarantee/ Demand Draft of Pakistani Scheduled Bank to be valid till the expiry of Guarantee/Warranty period within 10- working days of signing of contract. Else 0.01% of total order value for each day may be charged maximum upto 10% of contract value. Add Dir Admin & Proc decision in this regard shall be fix and final.

 In case of any arithmetic error unit price shall prevail.

Only technically qualified bidders will be informed for financial opening of their bids. Firms after qualifying technical criteria and having lowest quoted value shall be considered successful.

Financial offer of technically disqualified supplier will be returned unopened along with their bid security.

Publication/Literature/Catalogue in Hard Copies/CDs will be provided along with offer. 
IST reserves the right to increase / decrease the quantity as per requirements.

Warranty: Local agent may arrange OEM warranties of offered equipment for at least one year from the date of successful installation, commissioning.
Bids will be evaluated in a manner that the item will bring “value for money” to the organization. Offers with lower specifications than demanded specs will be liable for rejection.

If IST deemed necessary, the lowest bidder may be asked to provide sample before awarding of any contract/ order. In case the sample of lowest bidder is rejected, sample from other bidders will be called and contract will be awarded to technically qualified lowest bidder. 

IST may ask the lowest bidder for any clarification/providing of documents for satisfactory evaluation of offer.

Those firms are not eligible to participate in the tender whose deliveries of stores are pending/ delayed for the five months or more or their previous performance is not satisfactory, against any IST purchase order. If participated in tender their offer may be accepted/ rejected based on previous performance.

Conditional bids may be liable for rejection. Offers with incomplete documentation will be rejected.

A being lowest in financial bid does not mean that the contract/ purchase order will be awarded. Following factors may also be taken into account before award of purchase order.
Previous performance of supplier against any IST order.

Reliability.

Technical/ Financial capabilities.

Acceptance of terms & conditions of tender.

IST may ask the lowest bidder to provide a “Certificate” that firm has never been black listed which will be submitted on stamp paper of valuing Rs. 20/-

Supplier should be OEM authorized reseller and provide an authorization letter from OEM.

Tender Fee of Rs.2,000/- in form of DD/PO must be submitted along with the offer in favour of IST Islamabad.
Failure & Termination: Incase the supplier / contractor failed to deliver the stores within specified delivery period, IST shall have the following options:-
To recover liquidated damages @ 2% of total purchase order value per month or part thereof will be imposed. The maximum limit of liquidated damages will not exceed 10% of contract value. Such damages shall be recovered from the bills, bid security and or by withholding any amount due to be paid against this or any other purchase order.
To purchase from elsewhere, without notice to you but at your risk and cost, the stores not delivered within the stipulated period and to recover excess value so paid by us from your bills or from your security and or to cancel the contract at your risk and cost.
Blacklisting: If the supplier failed to execute order as per laid down terms and conditions in the tender/order or the performance is not satisfactory or are found to be indulging in corrupt or fraudulent practices, the action for blacklisting of firm/ supplier/ contractor will be taken as per PPRA rule 19. In case of any dispute, the case will be referred to Vice Chancellor (IST), whose decision will be final.
IST reserves the rights to accept or reject any or all tenders as a whole or in part as per PPRA Rule 33 (1). The decision in this regard will be firm final and binding on all bidders.
(Raees Ahmad)

 Additional Director (Procurement)

Institute of Space Technology, Islamabad
Annexure – A
Financial Offer

RFQ-2425-00131-L                                                                                 

Date : 07.01.2025:  

                                                                                         Due On:28.01.2025

	S/No
	Description
	Qty No
	Unit Price

(to be quoted

excluding GST)
	Total Value

	1
	USB 128 GB 
"Sandisk Ultra Flair 128GB USB 3.0 Flash Drive SDCZ73-128G-G46, The SanDisk Ultra Flair™ USB 3.0 flash drive 
moves your files fast. Spend less time waiting to transfer files and 
enjoy high-speed USB 3.0 performance. Our USB 3.0 flash 
drive flies through file transfers Stylish and tough 
Password-protect your files Speed Meets Style OR equivalent" 
19-006-4555 
	5.00
	
	

	2
	SD card (128GB) 
"SanDisk Ultra microSDXC UHS-I 
128GB Memory Card 
SDSQUNR-128G-GN6MN, The 
SanDisk Ultra® microSD™ UHS-I 
card gives you the freedom to 
shoot, save and share more than 
ever before. Ultra-fast transfer 
rates Enough space for many 
photos and videos Lightweight 
and practical High-tech, Speed up 
to 100MB/s** OR equivalent"  19-006-4563
	5.00
	
	

	3
	Insulation Tape 
"These primary tapes used in 
electrical applications are vinyl, 
rubber, mastic, and varnished 
cambric. Electricians generally 
use only black tape for insulation 
purposes, butt other colours are 
also required. The other colors are 
used to indicate thevoltagelevel 
andphaseof the wire. (In fact, the 
colored tape is referred to as 
phasing tape.) OR equivalent" 19-006-4562
	10.00
	
	

	4
	Digital Vernier Callipar 
"Metal 6 inch Stainless Steel 
Digital Vernier Caliper, Made of 
4cr13 stainless steel, Strong and 
durable(High quality and pass 
calibration certification ) With large 
LCD display, easy to read 
Zero-setting at any position 
Four-way measurement: inside 
diameter, outside diameter, depth, 
step Minimum scale to read is 
0.01 mm / 0.0005 “ mm/inch 
measurement system conversion 
It will turn off automatically in 5 
mins while idle Thumb roll & 
knurled locking screw for more 
convenient measurement and 
reading OR equivalent" 19-006-4561
	2.00
	
	

	5
	Battery 1200 mAh(3.7 v) 
"3.7v 10000mAh Lithium Ion 
Battery,Type: Lithium battery 
Capacity: 10000mAh 
Rechargeable: YES Charging 
Voltage: 4.2V Rated Voltage: 3.7V 
Working Temperature: -20°~50° 
Dimensions(L*W*H): About 
113x65x8.5mm/4.45×2.56×0.33? 
OR equivalent" 19-006-4560
	20.00
	
	

	6
	DUAL H BRIDGE, L298N 
L298N, DUAL H BRIDGE, 
LOGICAL VOLTAGE 5V, DRIVE 
VOLTAGE 5V-35V, LOGIC 
CURRENT 0MA-36MA, DRIVE 
CURRENT 2A (MAX SINGLE 
BRIDGE), STORAGE 
TEMPERATURE -20 TO +135, OR 
EQUIVALENT 19-006-4434
	10.00
	
	

	7
	Heat Shrink Sleeves 5mm 
"Diameter= 5mm, Heat-shrink 
tubing is a shrinkable plastic tube 
used to insulate wires, providing 
abrasion resistance and 
environmental protection for 
stranded and solid wire 
conductors, connections, joints 
and terminals in electrical work. 
OR equivalent" 19-006-4557
	10.00
	
	

	8
	Heat Shrink Sleeves 3mm 
"Diameter= 3mm, Heat-shrink 
tubing is a shrinkable plastic tube 
used to insulate wires, providing 
abrasion resistance and 
environmental protection for 
stranded and solid wire 
conductors, connections, joints 
and terminals in electrical work. 
OR equivalent" 19-006-4559
	10.00
	
	

	9
	HEAT SHRINK TUBING, N/A 
HEAT SHRINK TUBING,DIA: 2MM 
18-001-6363
	10.00
	
	

	10
	CELL, AAA 
1.2 VOLT,RECHARGEABLE 
CELL,SIZE: AAA 18-005-0121
	30.00
	
	

	11
	CELL, AA 
1.5 VOLT 18-005-0103
	30.00
	
	

	12
	GLUE STICK, N/A 
12MM GLUE STICK FOR HOT 
MELT GLUE GUN 19-006-4309
	30.00
	
	

	13
	Bluetooth Module (HC-05) 
"In Pakistan TTL Module (With EN 
Pin) Breakout is the latest 
Bluetooth wireless serial Module. 
This version of the 
famous Bluetooth module uses 
the HC-05. These modems work 
as a serial (Receiver/Transmitter) 
pipe. Any serial stream from 9600 
to 115200 bits per second can be 
passed seamlessly from your 
source to your destination. OR 
equivalent" 19-006-4556
	50.00
	
	

	14
	CURRENT SENSOR, STANDARD 
ACS712 CURRENT SENSOR, 
MAKE: ALLERGRO 
MICROSYSTEMS, MODEL: 
ELCTR-30A-T, COUNTRY OF 
ORIGIN: CHINA, ITEM SIZE: 
17.78X48.38 MM, VCC 5V DC 
INPUT, FOR BOTH AC AND DC 
CURRENTS, 66MV PER AMP, 30 
AMP OR EQUIVALENT 19-004-3133
	70.00
	
	

	15
	MOSFET IRF 1407 
ULTRA LOW ON-RESISTANCE, 
RDS(ON) 0.0078 O 175°C 
OPERATING TEMPERATURE, 42 
VOLTS AUTOMOTIVE 
ELECTRICAL SYSTEMS 19-006-4505
	100.00
	
	

	16
	MOSFET (IRF5210) 
"Specification of IRF510 5A 100V 
N-Channel Power MOSFET 
TO-220 Transistor Polarity: 
N-channel Drain-to-source voltage 
VDS: 100V Drain-to-source current 
ID: 5.6A On-state resistance 
(drain-to-source resistance) RDS: 
0.54O Operating temperature 
range: -55°C to 175°C Gate 
charge Qg: 8.3nC Gate-source 
voltage VGS: ±20V Maximum 
power dissipation: 43W Maximum 
voltage required to conduct: 2V to 
4V Package type: TO-220 OR 
equivalent" 19-006-4558
	100.00
	
	

	17
	USB TO UART BRIDGE IC 
USB TO UART BRIDGE IC, 
MANUFACTURER: SILICON LABS 
MANUFACTURER PRODUCT 
NUMBER: CP2102N-A02-GQFN28R, 
DESCRIPTION: USB INTERFACE 
IC USBXPRESS - USB TO UART 
BRIDGE QFN28. 19-010-8486
	20.00
	
	

	18
	USB TTL CONNECTOR (CP2102) 
"PCB DIMENSIONS: 26.5MM * 
15.6MM, PCB COLOR: BLACK, 
WEIGHT: 4G, USING A NEW CHIP 
FACTORY IN 2013 CP2102, WITH 
SELF-RECOVERY FUSE. IN THE 
EVENT OF AN ACCIDENTAL 
SHORT CIRCUIT, IT CAN 
EFFECTIVELY PROTECT YOUR 
COMPUTER USB PORT AND 
DOWNLOADER, WITH THREE 
LEDS: POWER INDICATOR, DATA 
RECEPTION INDICATOR, THE 
DATA TRANSMISSION INDICATOR, 
WORKING STATUS, WITH 3.3V 
AND 5V DUAL POWER OUTPUT 
OR EQUIVALENT" 19-006-4582
	20.00
	
	

	19
	DESOLDERING IRON 
DESOLDERING IRON, 40W AT 
110V HEATING ELEMENT 
REMOVES MOST BOARD LEVEL 
COMPONENTS QUICKLY AND 
SAFELY WITHOUT THERMAL 
DAMAGE.INTERNAL PLUNGER 
PIN AUTOMATICALLY PURGES 
SOLDER FROM TIP WITH EACH 
USE.EASILY DISASSEMBLED 
FOR FAST CLEANING.THREE-WIRE 
GROUNDED VINYL 4-1/2 FOOT 
CORD. VERY EASY AND FAST TO 
USE OR EQUIVALENT 19-006-4581
	2.00
	
	

	20
	SOLDERING WIRE, 0.25 KG 
0.56MM LOW MELTING POINT 
179°C SOLDERING 
WIRE,COMPOSITION: TIN 
62%LEAD36% & SILVER 2% 
.EQUIVALENT TO FARNELL # 
419-552 19-012-1740
	10.00
	
	

	21
	SOLDERING PASTE 
"MECHANIC SOLDER FLUX 
PASTE SOLDERING TIN CREAM 
SN63/PB37 XG-50, MATERIAL: 
PLASTIC + SOLDER PASTE, 
COLOR: AS SHOWN IN THE 
PICTURE, TYPE: SP30, ALLOY: 
SN63 / PB37, MKM: 25-45UM, 
APPLICATION: MOBILE PHONE 
REPAIR, COMPUTER, AND 
DIGITAL SERVICE INDUSTRIES, 
HIGH-PRECISION CONTOUR 
BOARD SMT SOLDERING, BGA 
WELDING PROCESS, ETC OR 
EQUIVALENT" 19-006-4577
	5.00
	
	

	22
	DESOLDERING WICK 
"2FT BRAID SOLDER REMOVER 
WICK 0.75M 2.0 MM 
DESOLDERING COPPER SPOOL 
WIRE OR EQUIVALENT" 19-006-4578
	10.00
	
	

	23
	SOLDERING FLUX 
"WEAK ACID SMD SOLDERING 
PASTE FLUX GREASE SMT IC 
10CC REPAIR TOOL SOLDER. 
THE SOLDER PASTE IS A HIGH 
VISCOSITY NO-CLEAN FLUX , IT 
CAN BE USED FOR PCB , SMD, 
REWORKING, IT CAN BE USED 
FOR SOLDERING AND 
REBALLING OF COMPUTER AND 
PHONE CHIPS , IT IS THE 
MIXTURE OF HIGH-QUALITY 
ALLOYED POWDER AND 
RESINIC PASTY FLUX , IT CAN 
AVOID THE PALE YELLOW 
RESIDUE, SO YOU ARE EASY TO 
CLEAN THE BOARD, SOLDERING 
PASTE FOR CELL PHONE PCB 
AND SMD ETC, HELP TO REPAIR 
THE CIRCUIT BOARDS AND 
PROTECT THE ELECTRONIC 
COMPONENTS, A NECESSARY 
MATERIAL FOR REPAIRING THE 
MOBILE PHONE MAINBOARD, 
FLUX SOLDER PASTE, VOLUME: 
10CC OR EQUIVALENT" 19-006-4579
	10.00
	
	

	24
	TIP CLEANER 
"SPECIFICATIONS OF 
SOLDERING IRON TIP CLEANER 
CLEANING STEEL WIRE BALL; 
MATERIAL : STEEL, 
SMOKELESS:YES, NON-TOXIC: 
YES, COLOUR: BLACK OR 
EQUIVALENT" 
19-006-4580
	2.0
	
	

	25
	CONNECTOR, N/A 
IDC , 40 PINS, FEMALE 
19-001-0208
	200.00
	
	

	26
	TRANSISTOR-A, N/A 
IRF 540 19-008-7419
	100.00
	
	

	27
	LIMIT SWITCH, N/A 
ENCODER ELECTRICAL LIMIT 
SWITCH FOR ANTENNA 
PEDESTAL.(SPARE FOR TT&C 
STATION) 
18-007-4044
	40.00
	
	

	28
	RESISTOR 2 OHM 5 WATT 
POWER RESISTOR, 5 WATTS, 
RESISTANCE 2 OHM, 
TOLERANCE +5% OR 
EQUIVALENT 
19-002-2113
	200.00
	
	

	29
	ARDUINO MEGA PRO CABLE 
ARDUINO MEGA PRO CABLE, 
USB TO MICRO USB OR 
EQUIVALENT 
21-002-4282

	10.00
	
	

	30
	POWER SUPPLY 
MODEL NO.: S-180-12, VOLTAGE 
REGULATING MODE: 
FREQUENCY MODULATION 
TYPE, POWER SUPPLYING 
SYSTEM: TERMINAL POWER 
DISTRIBUTION EQUIPMENT, 
ENERGY TRANSMISSION: 
ONE-WAY TRANSMISSION, 
MODULATION SYSTEM: PWM, 
CERTIFICATION: CE, UL, ROHS, 
ISO, CCC, DC OUTPUT: 180W 
12VDC 15A, INPUT: 85-130VAC 
170-260VAC SELECT BY SWITCH, 
FREQUENCY: 50/60HZ, DC 
ADJUSTABLE: 10%, WORKING 
TEMPERATURE: -10~+60 
DEGREE C,20%~90%RH, 
SPECIFICATION: CE ROHS 
ISO9000, OR EQUIVALENT 19-006-4454
	30.00
	
	

	31
	WIRELESS MODULE HC12 
HC-12 WIRELESS SERIAL PORT 
COMMUNICATION MODULE, 
FREQUENCY RANGE: 
(433.4-473.0MHZ), BUILT-IN MCU, 
TRASMITTING POWER: MAXIMUM 
100MW (20DBM), POWER IN: 
5VDC 19-006-4502
	40.00
	
	

	32
	HEADER, N/A 
HEADERS, 36 WAY BREAKAWAY, 
STRAIGHT SINGLE ROW, 
FARNELL ORDER CODE 
109-7891 OR EQUIVALENT 19-001-0381
	200.00
	
	

	33
	DIODE, N/A 1N 4007 19-010-8313
	100.00
	
	

	34
	Camera OV7670 
LENS SIZE: 1/6", OPERATING 
POWER: 60MW, MAX FRAME 
RATE: 30FPS VGA, DYNAMIC 
RANGE: 52 DB  19-007-4330
	35.00
	
	

	35
	ARDUINO NANO 
"ARDUINO NANO V3.0 WITH USB 
CABLE. THE ARDUINO NANO IN 
PAKISTAN WITH USB CABLE IS 
SMALL, COMPLETE, AND 
BREADBOARD-FRIENDLY 
BOARD BASED ON THE 
ATMEGA328 (ARDUINO NANO 
3.X) OR ATMEGA168 (ARDUINO 
NANO 2.X). IT HAS MORE OR 
LESS THE SAME FUNCTIONALITY 
OF THE ARDUINO DUEMILANOVE, BUT IN A 
DIFFERENT PACKAGE. IT LACKS 
ONLY A DC POWER JACK, AND 
WORKS WITH A MINI-B USB 
CABLE INSTEAD OF A STANDARD 
ONE OR EQUIVALENT" 19-006-4575
	10.00
	
	

	36
	ARDUINO UNO WIFI REV2, 
ABX00021 
14 DIGITAL INPUT/OUTPUT PINS, 
6 ANALOG INPUTS, 16 MHZ 
CERAMIC RESONATOR, 
DIMENSIONS: 68 X 53 MM, 
VOLTAGE: 5 V 19-006-4481
	10.00
	
	

	37
	ARDUINO UNO CABLE 
"HIGH-SPEED USB 2.0 
CERTIFIED CABLE, AND 
COMPLETELY BACKWARD 
COMPATIBLE WITH USB 1.1 AND 
1.0.THE USB A MALE TO B MALE 
CABLE CONNECTS YOUR 
PRINTER, SCANNER, DIGITAL 
CAMERA, HARD DRIVE AND 
OTHER USB DEVICES TO YOUR 
COMPUTER OR EQUIVALENT" 19-006-4576
	10.00
	
	

	38
	ARIDUINO MEGA 
Ariduino Mega 37-003-0603
	10.00
	
	

	39
	ARDUINO MEGA PRO 
ARDUINO MEGA 2650 PRO 
DEVELOPMENT BOARD, POWER 
OUT: 5V-800MA, POWER IN: 
7-12VDC, POWER 
CONSUMPTION: 5V 220MAH 
DIGITAL I/O: 54, ANALOG I/O: 16, 
BOARD’S SIZE: 38×54MM, CLOCK 
FREQUENCY: 16MHZ 
19-006-4500
	35.00
	
	

	40
	LITHIUM BATTERIES (3.7V- 
1200MAH) 
"3.7V 1200MAH (LITHIUM 
POLYMER) LIPO 
RECHARGEABLE BATTERY OR 
EQUIVALENT" 
19-006-4573

	50.00
	
	

	41
	LITHIUM BATTERIES (3.7V- 
950MAH) 
"THIS IS A 950 MAH 3.7V SINGLE 
CELL RECHARGEABLE LIPO 
BATTERY OR EQUIVALENT" 
19-006-4574
	50.00
	
	

	42
	SD CARD READER 
"USING STANDARD USB2.0 CHIP, 
READ AND WRITE SPEED 
480MBPS, SUPPORT PLUG AND 
PLAY, THE USB POWER SUPPLY 
WITHOUT EXTERNAL POWER 
SUPPLY, SUPPORTS SD MICRO, 
SDHC MICRO, SDXC MICRO, 
SUPPORTS UP TO512 GB SD 
CARD, OR EQUIVALENT" 19-006-4587
	10.00
	
	

	43
	SD CARD MODULE 
"ARDUINO SD CARD READER 
MODULE, POWER SUPPLY: 4.5V 
– 5.5V, 3.3V VOLTAGE 
REGULATOR CIRCUIT BOARD, 
POSITIONING HOLES: 4 M2 
SCREWS POSITIONING HOLE 
DIAMETER OF 2.2MM, CONTROL 
INTERFACE: GND, VCC, MISO, 
MOSI, SCK, CS, SIZE: 45 X 28MM, 
NET WEIGHT: 6G OR 
EQUIVALENT" 
19-006-4588

	40.00
	
	

	44
	CAPACITOR, N/A 
330 NF, 50V, CERAMIC 
19-003-2885

	100.00
	
	

	45
	CAPACITOR 
CAPACITOR 0.1uF, 
MANUFACTURER: CAL-CHIP 
ELECTRONICS, INC., 
MANUFACTURER PRODUCT 
NUMBER: GMC10X7R104M50NT, 
DESCRIPTION: CAP CER 0.1UF 
50V X7R 0603, DETAILED 
DESCRIPTION: 0.1 µF ±20% 50V 
CERAMIC CAPACITOR X7R 0603 
(1608 METRIC), DIGI-KEY PART 
NUMBER: 
2571-GMC10X7R104M50NTTR-N 
D. OR EQUIVALENT 
19-002-2108

	100.00
	
	

	46
	JACK PIN, N/A 
JACK PIN FOR SPEAKER 
18-001-6357

	40.00
	
	

	47
	5 PIN CONNECTOR (PCB MOUNT) 
5 PIN CONNECTOR, PCB MOUNT 
OR EQUIVALENT 
19-006-4533

	200.00
	
	

	48
	5 PIN CONNECTOR (CABLE 
MOUNT) 
5 PIN CONNECTOR, DUAL 
FEMALE TO FEMALE, CABLE 
MOUNT OR EQUIVALENT 
19-006-4534

	200.00
	
	

	49
	POWER SWITCH 
POWER SWITCH, 
MANUFACTURER: NKK 
SWITCHES, MANUFACTURER 
PRODUCT NUMBER: AS11CH, 
DESCRIPTION: SLIDE SWITCHES 
SPST ON-OFF .150' RA 
W/BRACKET. 
19-010-8506

	50.00
	
	

	50
	VOLTAGE SENSOR 
SAMPLING RATE: 1, INPUT 
CAPACITANCE: 40, VOLTAGE 
SENSOR, ACCURACY: VIN 
RANGE 0V - 1.1V, MEASURABLE 
VOLTAGE: 25V MAX 
19-007-4331

	70.00
	
	

	51
	CONNECTOR-A, N/A 
4-PIN, PCB MOUNT, STRAIGHT, 
MALE FEMALE PAIR, 
CONNECTOR TYPE: CRIMP 
19-001-0432

	100.00
	
	

	52
	3 PIN CONNECTOR CABLE 
3 PIN CONNECTOR CABLE, 
FEMALE OR EQUIVALENT 
19-006-4541

	100.00
	
	

	53
	CONNECTOR, N/A 
3 PIN MALE, SLR POWER 
CONNECTOR 
19-001-0193

	100.00
	
	

	54
	(2-PIN CONNECTOR PCB MOUNT 
MALE ) 
B2B-PH-SM4-TB(LF)(SN), CONN 
HEADER SMD 2POS 2MM, 
CONNECTOR HEADER 
SURFACE MOUNT 2 POSITION 
0.079" (2.00MM), NUMBER OF 
POSITIONS: 2, NUMBER OF 
ROWS: 1, PITCH - MATING: 0.079" 
(2.00MM) 
19-010-8554

	100.00
	
	

	55
	CAMERA ESP32 
"ULTRA-SMALL 802.11B/G/N WI-FI 
+ BT/BLE SOC MODULE, 
LOW-POWER DUAL-CORE 32-BIT 
CPU FOR APPLICATION 
PROCESSORS, UP TO 240MHZ, 
UP TO 600 DMIPS, BUILT-IN 520 
KB SRAM, EXTERNAL 4M PSRAM, 
SUPPORTS INTERFACES SUCH 
AS UART/SPI/I2C/PWM/ADC/DAC, 
BACKING OV2640 AND OV7670 
CAMERAS WITH BUILT-IN FLASH, 
SUPPORT FOR IMAGES WIFI 
UPLOAD, FUNDING TF CARD OR 
EQUIVALENT" 19-006-4585
	30.00
	
	

	56
	SMALL SCREW DRIVER SET 
JAKEMY JM-8150 52 IN 1 
SCREWDRIVER SET RATCHET 
HAND-TOOLS SUITE FURNITURE 
COMPUTER ELECTRICAL 
MAINTENANCE TOOL, COLOR: 
BLACK + ORANGE, MAIN 
MATERIAL: 
CHROMIUM-VANADIUM STEEL, 
HANDLE LENGTH: 11.6 CM, 
ADVANCED ROD LENGTH: 10 
CM, FLEXIBLE ROD LENGTH:
APPROX.13CM, CASE SIZE: 15.5 * 
11 * 2.7 CM / 6.10 * 4.33 * 1.06IN, 
SIZE OF PACKAGE: 19.5 * 11 * 3.2 
CM / 7.68 * 4.33 * 1.26 IN 
PACKAGE WEIGHT: 382G / 13.5 
OZ OR EQUIVALENT" 
19-006-4586

	1.00
	
	

	57
	ACRYLIC TRANSPARENT 5MM 
THICKNESS 5MM, LENGTH 4FT, 
WIDTH 2FT, COLOUR: 
TRANSPARENT 36-005-5717
	5.00
	
	

	58
	ACRYLIC TRANSPARENT 
THICKNESS 8MM, LENGTH 4FT, 
WIDTH 2FT, COLOUR: 
TRANSPARENT 
36-005-5718
	5.00
	
	

	59
	PCB Drill Machine ,Bits 
Multipurpose Mini Handheld Drill 
Machine A-302, Power: 72W 
Power Supply: DC 15~40V 
Material: Stainles Steel Range: 0.6 
~ 6mm Tool Type: Handheld Drill 
Machine Size: 194mm X41mm OR 
equivalent 
08-007-0005

	1.00
	
	

	60
	Storage Cabinet 
(19320),(17X11X11) , No of 
Drawer 25. 
This 25 Section Cabinet Plastic 
Drawer Box is perfect for storing 
fasteners, small pieces, 
equipment and hobby items and 
this Drawer Stop prevents 
unintentional spills from the back 
side. See-through drawers for full 
flexibility, and simple item 
recognition. Its Lightweight and 
extra long lasting. Brand: Circuit 
PK Product SKU: CKT-1717 OR 
equivalent 
08-001-2196

	20.00
	
	

	61
	Soldering Station 
888A 2 IN 1 DIGITAL HOT AIR 
REWO DigiKey Part Number: 
2260-AO888A220V-ND 
Manufacturer: SRA Soldering 
Products Manufacturer Product 
Number: AO888A220V OR 
equivalent 
08-007-0004

	2.00
	
	

	62
	2 PIN CONNECTOR CABLE 
2 PIN CONNECTOR CABLE, JST 
PH 2-PIN CABLE WITH 
MALE/FEMALE CONNECTOR, 
2-WIRE CABLE WITH 2 -PIN JST 
FEMALE CONNECTOR OR 
EQUIVALENT 
19-010-8573
	100.00
	
	

	63
	4 PIN MALE-FEMALE PAIR WITH 
WIRE/ CABLE 
4 PIN MALE-FEMALE PAIR WITH 
WIRE/ CABLE, 4 PIN JST XH 
RELIMATE CONNECTOR (RMC) 
MALE-FEMALE PAIR WITH 
WIRE/CABLE PINS: 4 PITCH: 
2.54MM (0.1 INCHES) 
THROUGHT-HOLE MOUNTING 
OR EQUIVALENT 
19-006-4607

	100.00
	
	

	64
	4.7 K OHM RESISTOR 
4.7 K OHM RESISTOR, 
RESISTANCE 4.7K OHM, 5% 
TOLERANCE, COLOR CODE: 
BROWN/ ORANGE / GOLD / 
BLACK, VOLTAGE: MAXIMUM 
OPERATING 350V, OPERATING 
TEMP: -55C -+155C, 
DIMENSIONS: BODY DIAMETER: 
2.3MM OR EQUIVALENT 
19-010-8574

	200.00
	
	

	65
	10K OHM RESISTOR 
10K OHM RESISTOR, ±5% 
TOLERANCE, 0.25W, THROUGHT 
HOLE RESISTOR, OPERATING 
TEMP: -55C -+155C, 
COMPOSITION: CARBON FILM 
OR EQUIVALENT 
19-010-8584

	200.00
	
	

	66
	LONG MALE HEADER PINS (1X40) 
"1X40 PIN SINGLE ROW LONG 
STRAIGHT PIN HEADER (MALE) 
PIN PITCH: 2.54MM OR 
EQUIVALENT" 
19-006-4600

	200.00
	
	

	67
	3S 10A 18650 LI-ION LITHIUM 
BATTERY BMS PCM CHARGER 
PROTECTION BOARD 
3S 10A 18650 LI-ION LITHIUM 
BATTERY BMS PCM CHARGER 
PROTECTION BOARD, MODEL: 
HX-3S-01, SIZE:50*16*1.0MM, 
INPUT VOLTAGE: 12.6V, 
OPERATING TEMPERATURE: -40 
- +50C, STORAGE CONDITIONS: 
-40 - +80C OR EQUIVALENT 
19-006-4614

	40.00
	
	

	68
	1000MAH 3.7 LITHIUM-ION 
BATTERY LI-ION BATTERY WITH 
JST2.0 CONNECTOR 
1000MAH 3.7 LITHIUM-ION 
BATTERY LI-ION BATTERY WITH 
JST2.0 CONNECTOR, SIZE: 
5MM(H)*40MM(W)*65MM(L), 
RATING: DC3.7V 1000MAH, 
MAXIMUM CHARGE CURRENT: 
1C, MAXIMUM DISCHARGE 
CURRENT: 1C OR EQUIVALENT 
19-006-4613

	100.00
	
	

	69
	FEMALE HEADER PINS(1X20) 
"1×20 SINGLE ROW FEMALE 
HEADERS WITH STANDARD 
2.54MM (0.1?) SPACING OR 
EQUIVALENT" 
19-006-4593

	200.00
	
	

	70
	FEMALE HEADER PINS (2X20) 
"2X20 DOUBLE ROW FEMALE 
HEADERS PIN ,WITH STANDARD 
2.54MM (0.1?) SPACING OR 
EQUIVALENT" 
19-006-4594

	200.00
	
	

	71
	FEMALE HEADER PINS (2X20) 
(12MM) (EPS) 
" 2X20 PIN DOUBLE ROW 
STRAIGHT FEMALE PIN HEADER 
2.54MM PITCH PIN LONG 12MM 
STRIP CONNECTOR SOCKET 
2X20 40 PIN OR EQUIVALENT" 
19-006-4595

	200.00
	
	

	72
	RIGHT ANGLE MALE HEADER PINS 
(2X20) 
" 2×20 RIGHT ANGLE MALE 
HEADER STRIP 2.54MM OR 
EQUIVALENT" 
19-006-4596

	200.00
	
	

	73
	RIGHT ANGLE MALE HEADER PINS 
(2X10) 
"2X10 RIGHT ANGLE 2.54MM 
MALE HEADERS. 2.54MM OR 
EQUIVALENT" 
19-006-4597

	200.00
	
	

	74
	RIGHT ANGLE MALE HEADER PIN 
(1X40) 
"1X40 PIN RIGHT ANGLE MALE 
HEADER - 2.54MM PITCH OR 
EQUIVALENT" 
19-006-4598

	200.00
	
	

	75
	JUMPER WIRE (MALE TO MALE) 
" MALE TO MALE JUMPER WIRE 
CABLE, COMPATIBLE WITH 0.1"" 
SPACED PIN HEADERS OR 
EQUIVALENT" 
19-006-4601

	500.00
	
	

	76
	JUMPER WIRE (MALE TO 
FEMALE) 
MALE TO FEMALE JUMPER WIRE 
CABLE ,COMPATIBLE WITH 0.1"" 
SPACED PIN HEADERS OR 
EQUIVALENT 
19-006-4602

	500.00
	
	

	77
	JUMPER WIRE (FEMALE TO 
FEMALE ) 
" FEMALE TO FEMALE JUMPER 
WIRE CABLE, COMPATIBLE WITH 
0.1"" SPACED PIN HEADERS OR 
EQUIVALENT" 
19-006-4603

	500.00
	
	

	78
	MICRO SD CARD, 8 GB 
8 GB MICRO SD CARD 
COMPATIBLE WITH GPS 
RECEIVER 
18-007-4124

	35.00
	
	

	79
	1.4MM CARBIDE STEEL PCB 
DRILL 
1.4MM CARBIDE STEEL PCB 
DRILL, MATERIAL: BLADE 
CARBIDE, CUTTING EDGE 
DIAMETER: 1.4MM, CUTTING 
EDGE LENGHT: 9MM, SHANK 
DIAMETER: 3MM, TOTAL 
LENGHT:38MM OR EQUIVALENT 
19-006-4611
	30.00
	
	

	80
	2 PIN CONNECTOR 
2 PIN JST-XH MALE STRAIGHT 
2515 CONNECTOR 2.54MM 
PITCH 2 PIN CONNECTOR (2 PIN 
MALE RELIMATE POLARIZED 
CONNECTOR ) OR EQUIVALENT 
19-006-4606

	200.00
	
	

	81
	4 OHM RESISTOR 
4 OHM RESISTOR, 4 OHM 5% 
120W WIRE WOUND POWER 
RESISTOR, POWER RATING 
20WATT TOLERANCE :1%, OR 
EQUIVALENT 
19-010-8575

	200.00
	
	

	82
	5.4K OHM RESISTOR 
5.4K OHM RESISTOR, 
RESISTANCE: 5.4 OHM, POWER 
RATING: 2W, RESISTANCE 
TOLERANCE: 5%, OPERATING 
TEMPERATURE RANGE: 
-55C~155C OR EQUIVALENT 
19-010-8576

	200.00
	
	

	83
	2.1K OHM RESISTOR 
2.1K OHM RESISTOR, 
RESISTANCE: 2.1K OHM, MIN 
OPERATING TEMPERATURE: 
-55C, MAX OPERATING 
TEMPERATURE: -155C, FULL 
REEL QUANTITY 5000 OR 
EQUIVALENT 
19-010-8577

	200.00
	
	

	84
	2 OHM RESISTOR 
2 OHM RESISTOR, POWER 
RATING:0.5W, TOLERANCE: 5%, 
COMPOSITION: CARBON FILM, 
MOUNTING FEATURE: THROUGH 
HOLE, RESISTANCE: 2 OHM OR 
EQUIVALENT 
19-010-8578

	200.00
	
	

	85
	3 OHM RESISTOR 
3 OHM RESISTOR, RESISTANCE: 
3 OHM, TOLERANCE: 5%, 
CARBON FILM COMPOSITION, 
THROUGH HOLE MOUNTING 
FEATURE, CUT TAPE PACKING 
METHOD, POWER RATING: 0.25W 
OR EQUIVALENT 
19-010-8579

	200.00
	
	

	86
	180 OHM RESISTOR 
180 OHM RESISTOR, 5% 
TOLERANCE, COLOR CODE: 
BROWN/ GRAY/ GOLD, TYPE: 
CARBON BLACK, VOLTAGE: 
MAXIMUM OPERATING 350V, 
OPERATING TEMP: -55C -+155C 
OR EQUIVALENT 
19-010-8580

	200.00
	
	

	87
	100 OHM RESISTOR 
100 OHM RESISTOR, WATTAGE 
RATING: WATT, TOLERANCE: 1%, 
DIAMETER OF LEADS: 0.43MM 
(0.02IN), LENGHT OF LEADS: 
~28MM (1.1IN) OR EQUIVALENT 
19-010-8581

	200.00
	
	

	88
	118 OHM RESISTOR 
118 OHM RESISTOR, HIGH 
ACCURACY 118-OHM RESISTOR, 
±1% TOLERANCE METAL FILM 
TYPE, PICTURE FOR GENERAL 
INDICATION, NOT ACTUAL 
COLOR CODE OR EQUIVALENT 
19-010-8582

	200.00
	
	

	89
	215 OHM RESISTOR 
215 OHM RESISTOR, MATERIAL 
FILM, MOUNTING FORM: 0207, 
TOLERANCE 1%, TEMPERATURE 
MAX: -55...+155, TEMPERATURE 
COEFFICIENT: TK50 OR 
EQUIVALENT 
19-010-8583

	200.00
	
	

	90
	FEMALE HEADER PINS (2X10) 
"2X10 LONG PIN FEMALE 
HEADER STRIP OR EQUIVALENT" 
19-006-4599

	200.00
	
	

	Total Value
	

	GST Amount
	

	Net Total Value
	


I/We, agree with the terms/conditions of tender inquiry. Item is quoted as per IST required specifications and rates are quoted accordingly. We have carefully read the terms and conditions mentioned in tender documents. We accept all these conditions.

Signature: _________________

Name: ____________________

Designation: _______________

Stamp: ___________________

(To be Printed On Company’s Letterhead)

 (To be Printed and typed On Company’s Letterhead)

(Annex-B)

RFQ-2425-00131-L                                                                              

Date :  07 .01.2025  

                                                                                           Due On:28.01.2025   



                                   Du On:30.01.2024

Format for Bid

1.
Tender Fee PO/DD No.






:

_______________________________
2. 
Tender Fee PO/DD dated






:

_______________________________
3.
Tender Fee PO/DD issued by





:

_______________________________

       (Bank Name)
4.
Bid Bond PO/DD No.







:

_______________________________
5. 
Bid Bond PO/DD dated






:

_______________________________
6.
Bid Bond PO/DD issued by





:

_______________________________

(Bank Name)
7. 
Complete Technical specifications 



:

_________________________YES/NO

& catalog attached
8.
Delivery Schedule








:

_______________________________
9. 
Validity of Acceptance






:

_______________________________
10.
Country of Origin.








:

_______________________________
11. Profile of firm for performing such 



:

_________________________YES/NO

Project. (Attached)
12.
Free of cost onsite installation/ 




:

_________________________YES/NO

Commissioning & Training
13.
Performance Bond to be provided.



:

_____________________MANDATORY
14.
Guarantee/Warranty.







:

_________________________YES/NO
15.
Warranty response time and replacement time.
:

_________________________YES/NO
16.
Owner name









:

________________________________

E-mail











:

________________________________

Contact Number








:

________________________________
17.
Company full address







:

________________________________

Contact Person








:

________________________________

Cell #











:

________________________________

E-mail











:

________________________________
18.
Acceptance of terms & conditions of tender 

:

_________________________YES/NO
                       ____________

             Sign & Seal
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